


Angelus 12" Planter Wall

Easy to Install
Angelus 12" Planter Wall is lightweight and easy to
handle. No special tools are required. Its secure,
interlocking design makes installation as easy as 1-2-3.

Adds Beauty
Angelus 12" Planter Wall has the natural complement
of quarried stone and its earth tone colors blend with any
landscape.

Offers Design Versatility
Angelus 12" Planter Wall enables you to build straight,
curved, or terraced walls to fit the contours of your yard.

Long-lasting & D urable
Angelus 12" Planter Wall is made of high-strength, 
low-absorbtion concrete to provide permanent, enviro-
nmentally safe walls that are virtually maintenance free.

Use this guide for estimating the number of 
Angelus 12" Planter Wall units required.

Please note: maximum wall height not to exceed 2'. This chart is based on
site conditions which include a level grade, granular soil and no
surcharge. Wall height is measured from top of leveling pad. The
estimating chart provides for the number of units based on selected
height and length of wall. For taller applications, contact your Angelus
representative for product options.

Special Considerations

Remove Edges
To remove outside lugs or
edges of retaining lip, hold
securely in place and hold
at an angle. Strike the lug
firmly with a hammer.
Always wear safety glasses
to protect eyes from chips.

Building Curves
Curves as small as 2'-2" in
radius can be built with
Angelus 12" Planter Wall.

Typical Section
Use clean granular backfill
such as gravel or crushed
stone for draining and to
prevent soil from leaching
through the wall. A
commercial filter fabric
(stocked by most garden
supply stores) may be used
when more organic or silty
site soils are used  for backfill.

Clean
Granular Fill

Base leveling pad of free
draining granular material

Setback

9”

4”

4”

• Unit dimensions 12"L x 9"W x 4"H
• Each Angelus 12" Planter Wall unit 

weighs 28lbs making it fast and 
easy to install yourself.

• Each unit has a face area of 1/3 
square foot; 3 units equal 1 square 
foot face area.

Minimum radius at
top of wall 2' - 2"

4"            (1 course)

WALL HEIGHT*

8"            (2 courses)

12"          (3 courses)

16"          (4 courses)

20"          (5 courses)

24"          (6 courses)

WALL LENGTH (measured at wall face including curves)

5' 10' 15' 20' 25' 30'

5 10 15 20 25 30

10 20 30 40 50 60

15 30 45 60 75 90

20 40 60 80 100 120

25 50 75 100 125 150

30 60 90 120 150 180



6"(15cm)     (1 course)

WALL HEIGHT*

12"(30cm)    (2 courses)

18"(46cm)    (3 courses)

24"(61cm)    (4 courses)

30"(76cm)    (5 courses)

36"(91cm)    (6 courses)

WALL LENGTH (measured at wall face including curves)

6' 12' 18' 24' 30' 36'

5 9 14 18 23 27

10 18 28 36 46 54

15 27 42 54 69 81

20 36 56 72 92 108

25 45 70 90 115 135

30 54 84 104 138 162

Angelus 16" Planter Wall

Solid & Lasting Performance
Angelus 16" Planter Wall is made of high-strength, low-
absorbtion concrete to provide permanent, environ-
mentally safe walls that are virtually maintenance free.

Timeless & Natural Beauty
Angelus 16" Planter Wall has the natural complement 
of quarried stone and its earth tone colors blend with 
any landscape.

Quick & Easy Installation
Angelus 16" Planter Wall is lightweight and easy to
handle. No special tools are required. Its secure,
interlocking design makes installation as easy as 1-2-3.

Design Freedom & Versatility
Angelus 16" Planter Wall enables you to build straight,
curved, or terraced walls to fit the contours of your yard.

Use this guide for estimating the number of 
Angelus 16" Planter Wall units required.

*Please note: The Angelus 16" Planter Wall units were designed for
unreinforced wall heights no greater than 3' high with compacted sand
or gravel backfill and level grade above and below wall. Design assumes
no surcharge loads. Wall height is measured from top of leveling pad. the
estimating chart provides for the number of units based on selected
height and length of wall. For taller wall applications, contact your
Angelus representative for design, product and reinforcing options.

Special Considerations

Remove Edges
To remove outside lugs or
edges of retaining lip, hold
securely in place and hold
at an angle. Strike the lug
firmly with a hammer.
Always wear safety glasses
to protect eyes from chips.

Building Curves
Curves as small as 3'-6" in
radius can be built with
Angelus 16" Planter Wall

Typical Section
Use clean granular backfill
such as gravel or crushed
stone for draining and to
prevent soil from leaching
through the wall. A
commercial filter fabric
(stocked by most garden
supply stores) may be used
when more organic or silty
site soils are used  for backfill.

Clean
Granular Fill

Perforated
drain pipe

as required
Base leveling pad of free

draining granular material

Setback

10 38/ “

6”

6”

Minimum radius at
top of wall

3' - 6"
• Unit dimensions: 6"H x 16" W x 10"D
• Unit weight : 60lbs.
• Exposed face area: 2/3 sq. ft. per unit



1'

WALL HEIGHT*

2'

WALL LENGTH

10' 25' 40' 50' 100' 200'

40 100 160 200 400 800

70 175 280 350 700 1400

Special Considerations

Half Block

Half block will need to 
be cut every other course
at the ends of the wall 
to maintain the running
bond. Block can be cut
with a masonry saw or
with a chisel and hammer.

Additional Courses
Lay the next course of
block in a running bond.
Use a concrete adhesive to
glue the units together. Lay
each course completely
before proceeding to the
next course. 

Typical Section
Excavate down 6". Fill and
compact 4" of crushed base
rock. Install the first course
halfway below grade. Stack
additional courses in a
running bond using concrete
adhesive to hold the blocks
together as shown above.

12”

4”

Base leveling pad of free
draining granular material

Angelus Rustic Wall Stone

Easy to Install
Rustic Wall Stones are simple to install.   The stones are
held together using concrete adhesive.  No special tools
are needed.

Versatile Landscape Solution
Rustic Wall Stones can be installed as planters, low free-
standing landscape walls, BBQ enclosures, seating areas,
stair steps and columns.  

Lasting Performance
Rustic Wall Stones are made of high-strength, low-absorption
concrete to provide permanent, environmentally safe walls
that are virtually maintenance free.

Timeless Beauty
Rustic Wall Stones offer a wide variety of uses and a
natural stone look that will complement any landscape. 

Use this guide for estimating the number of 
Angelus Rustic Wall Stone required.

*Please note: 
Rustic Wall Stones are decorative units and not meant for structural
applications.  Maximum height for free standing walls is 2’.  Properly
constructed columns may go up to 4’ from the base.  It is the installer’s
responsibility to determine the suitability of the product for the intended use.

• Unit dimensions: 4” H x 8”W x 12”D.
• Each Rustic Wall Stone unit weights 

28 lbs making it fast and easy to install 
by yourself.

• The unit appears the same from any 
side.  The uniform appearance means 
that it has many potential applications.    



Installation Steps
Angelus makes installation as easy as 1-2-3! 
Follow these simple steps for installations on the
Angelus 12" and 16" Planter Wall Units. Angelus
Rustic Walls are intended for free-standing,
applications only.

STEP 1
Prepare the Site
Start by digging a shallow trench
4" deep by 12" wide. Cut through
and remove any sod, roots or
large rocks. For organic loam soils,
dig 4" deeper. Add a leveling pad
of sand or crushed gravel (do not
use pea rock). Compact and level
the soil of leveling pad to receive 
the first course of Angelus Planter
Wall units.

STEP 2
Set the Base Course
Place and level the first landscape
unit a minimum of 2" below
grade. Level each additional unit
on the base course as you place it,
making sure that the outside edges
touch. If your wall contains both
straight and curved areas, start
with a straight area and build into
the curves. Complete the base
course before proceeding to the
second course.

STEP 3
Stack and Fill
Starting with straight areas first,
begin placing the second course.
Center each landscape unit on the
seams of the course below in a
running bond pattern as shown.
Now proceed to the next layer,
backfilling as you go. For draining
behind the wall, crushed stone is
recommended.

Sand or 
Crushed Gravel

12”

Set the base course

Backfilling

Stacking
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